
www.wago.com

148

5.1

Automation Technology

Volume 3, Section 5.1  |  I/O System – 750 and 753 Series, Fieldbus Couplers

Fieldbus Coupler PROFINET IO

Item Description Fieldbus Coupler PROFINET IO; 3rd generation; 
Advanced

Fieldbus Coupler PROFINET IO; 3rd generation; 
Eco Advanced

Version Standard Extended Temperature Standard Extended Temperature
Item No. 750-375 750-375/025-000 750-377 750-377/025-000
Order Text FC PROFINET; G3; Adv FC PROFINET; G3; T; 

Adv
FC PROFINET; G3; Eco 
Adv

FC PROFINET; G3; T; 
Eco Adv

Technical Data
Fieldbus PROFINET IO PROFINET IO
Protocols PROFINET IO V2.3 (conformity class C);  

Topology detection / LLDP;  
Network diagnostics / SNMP / MIB-2;  

Media redundancy / MRP;  
Webserver / HTTP; 

Shared device

PROFINET IO V2.3 (conformity class C);  
Topology detection / LLDP;  

Network diagnostics / SNMP / MIB-2;  
Media redundancy / MRP;  

Webserver / HTTP

Supported profiles PROFIsafe V2; PROFIenergy V1.0 PROFIsafe V2; PROFIenergy V1.0
PROFINET IO features Integrated 2-port switch;  

Auto-negotiation; Auto-MDIX;  
Isochronous real-time communication;

Transmission clock: 1 ms (RT); 1, 2, 4 ms (IRT);  
Device replacement without programming tool

Integrated 2-port switch;  
Auto-negotiation; Auto-MDIX;  

Isochronous real-time communication;
Transmission clock: 1 ms (RT); 1, 2, 4 ms (IRT);  

Device replacement without programming tool
Connection technology: Fieldbus input/output 2 x RJ-45 2 x RJ-45
Baud rate 10 Mbit/s (ETHERNET protocols); 

100 Mbit/s full duplex (PROFINET IO)
10 Mbit/s (ETHERNET protocols); 

100 Mbit/s full duplex (PROFINET IO)
Transmission medium Twisted Pair S-UTP; 100 Ω; Cat. 5 Twisted Pair S-UTP; 100 Ω; Cat. 5
Number of modules per node (max.) 250 64
Input and output (internal) process image (max.) 512 bytes 256 bytes
Supply voltage (system) 24 VDC (−25 … +30 %); via wiring interface (CAGE 

CLAMP® connection)
24 VDC (−25 … +30 %); via wiring interface

Supply voltage (field) 24 VDC (−25 … +30 %); via power jumper contacts
Input current (typ.) at nominal load (24 V) 500 mA 280 mA
Current consumption – system supply (5 V) 450 mA 450 mA
Total current (system supply) 1700 mA 700 mA
Surrounding air temperature (operation) 0 … +55 °C −20 … +60 °C 0 … +55 °C −20 … +60 °C
Dimensions W x H x D 61.5 x 71.9 x 100 mm 49.5 x 71.9 x 96.8 mm

Approvals 1; ;  Marine; r OrdLoc/HazLoc;  
4 ATEX/IECEx

1; ;  Marine; r OrdLoc/HazLoc;  
4 ATEX/IECEx

Data sheet and further information, see: wago.com/750-375 wago.com/750-377

Figure: 750-375

Figure: 750-377

“ Mini-WSB marker card and mounting accessories, 
see Section “Accessories and Tools”

“ Approvals and corresponding ratings, 
see page 517 or www.wago.com
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Заказ на сайте
www.wgspb.ru

https://www.wago.com/750-375
https://www.wago.com/750-375/025-000
https://www.wago.com/750-377
https://www.wago.com/750-377/025-000
https://www.wago.com/750-375
https://www.wago.com/750-377
https://www.wago.com/750-375
https://www.wago.com/750-377

	Leere Seite
	Панели
	Оглавление
	750-961
	Без названия



