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DIN-Rail Terminal Blocks with Screw Clamp Connection

Stud Terminal Blocks

885 Series
Stud Terminal Blocks M6, M8, M10 and M12

Carrier rails and tools, 
see Volume 1, Section 13

Marking accessories,
see Volume 6

Approvals and corresponding ratings, 
visit www.wago.com

Stud terminal block,  
one M6 stud, for DIN-35 rail

Stud terminal block,  
one M8 stud, for DIN-35 rail

Stud terminal block,  
one M10 stud, for DIN-35 rail

Stud terminal block,  
one M12 stud, for DIN-35 rail

Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit
gray 885-106 25 gray 885-108 25 gray 885-110 20 gray 885-112 20

Technical Data
Ratings per IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1
Rated voltage (III / 3) 1000 V 1000 V 1000 V 1000 V
Rated impulse voltage (III / 3) 8 kV 8 kV 8 kV 8 kV
Rated current 125 A 150 A 269 A 269 A
Nominal cross-section 35 mm² 50 mm² 120 mm² 120 mm²

Connection Data
Solid conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil 6 … 120 mm² / 10 AWG … 250 kcmil
Fine-stranded conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil 6 … 120 mm² / 10 AWG … 250 kcmil

Terminal block width 17.8 mm / 0.701 inch 22.8 mm / 0.898 inch 33.8 mm / 1.331 inch 33.8 mm / 1.331 inch
Tightening torque range 3 … 6 Nm 6 … 12 Nm 10 … 20 Nm 10 … 20 Nm
Insulation material Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66)

Accessories Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit
Assembled jumper bar 2-way 885-406 5 2-way 885-408 5 2-way 885-410 5 2-way 885-412 5

3-way 885-426 5 3-way 885-428 5 3-way 885-430 5 3-way 885-432 5

Step-down adjacent jumper bar, M8 to M6 885-448 5

Step-down adjacent jumper bar, M10 to M6 885-470 5

Empty housing, 17.8 mm thick gray 885-506 25

Empty housing, 22.8 mm thick gray 885-508 20

Empty housing, 33.8 mm thick gray 885-510 20 gray 885-510 20

Separator plate, 2 mm thick, 76 mm wide gray 885-540 25 gray 885-540 25

Separator plate, 2 mm thick, 102.3 mm wide gray 885-526 25 gray 885-528 25

Separator plate, 2 mm thick, 157 mm wide gray 885-530 25 gray 885-530 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 102.3 mm wide

gray 885-546 25 gray 885-548 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 157 mm wide

gray 885-550 25 gray 885-550 25

Cover, 1 m long transparent 885-566 1 transparent 885-566 1 transparent 885-570 1 transparent 885-570 1

Clip, secures cover against slipping gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25)

WMB Inline, plain, stretchable from 5 … 5.2 mm, 
1,500 WMB markers (5 mm) per reel

white 2009-115 1 white 2009-115 1 white 2009-115 1 white 2009-115 1

Marking strip, plain, 11 mm wide, 50 m reel white 200-110 1 white 200-110 1 white 200-110 1 white 200-110 1

Marker carrier, for lateral marker slots, 5 mm wide gray 2009-198 200(25) gray 2009-198 200(25)
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DIN-Rail Terminal Blocks with Screw Clamp Connection

Stud terminal block,  
one M6 stud, for DIN-35 rail

Stud terminal block,  
one M8 stud, for DIN-35 rail

Stud terminal block,  
one M10 stud, for DIN-35 rail

Stud terminal block,  
one M12 stud, for DIN-35 rail

Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit
gray 885-106 25 gray 885-108 25 gray 885-110 20 gray 885-112 20

Technical Data
Ratings per IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1
Rated voltage (III / 3) 1000 V 1000 V 1000 V 1000 V
Rated impulse voltage (III / 3) 8 kV 8 kV 8 kV 8 kV
Rated current 125 A 150 A 269 A 269 A
Nominal cross-section 35 mm² 50 mm² 120 mm² 120 mm²

Connection Data
Solid conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil 6 … 120 mm² / 10 AWG … 250 kcmil
Fine-stranded conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil 6 … 120 mm² / 10 AWG … 250 kcmil

Terminal block width 17.8 mm / 0.701 inch 22.8 mm / 0.898 inch 33.8 mm / 1.331 inch 33.8 mm / 1.331 inch
Tightening torque range 3 … 6 Nm 6 … 12 Nm 10 … 20 Nm 10 … 20 Nm
Insulation material Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66)

Accessories Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit
Assembled jumper bar 2-way 885-406 5 2-way 885-408 5 2-way 885-410 5 2-way 885-412 5

3-way 885-426 5 3-way 885-428 5 3-way 885-430 5 3-way 885-432 5

Step-down adjacent jumper bar, M8 to M6 885-448 5

Step-down adjacent jumper bar, M10 to M6 885-470 5

Empty housing, 17.8 mm thick gray 885-506 25

Empty housing, 22.8 mm thick gray 885-508 20

Empty housing, 33.8 mm thick gray 885-510 20 gray 885-510 20

Separator plate, 2 mm thick, 76 mm wide gray 885-540 25 gray 885-540 25

Separator plate, 2 mm thick, 102.3 mm wide gray 885-526 25 gray 885-528 25

Separator plate, 2 mm thick, 157 mm wide gray 885-530 25 gray 885-530 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 102.3 mm wide

gray 885-546 25 gray 885-548 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 157 mm wide

gray 885-550 25 gray 885-550 25

Cover, 1 m long transparent 885-566 1 transparent 885-566 1 transparent 885-570 1 transparent 885-570 1

Clip, secures cover against slipping gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25)

WMB Inline, plain, stretchable from 5 … 5.2 mm, 
1,500 WMB markers (5 mm) per reel

white 2009-115 1 white 2009-115 1 white 2009-115 1 white 2009-115 1

Marking strip, plain, 11 mm wide, 50 m reel white 200-110 1 white 200-110 1 white 200-110 1 white 200-110 1

Marker carrier, for lateral marker slots, 5 mm wide gray 2009-198 200(25) gray 2009-198 200(25)
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DIN-Rail Terminal Blocks with Screw Clamp Connection

Stud Terminal Blocks

885 Series
Stud Terminal Blocks M6, M8 and M10

Carrier rails and tools, 
see Volume 1, Section 13

Marking accessories,
see Volume 6

Approvals and corresponding ratings, 
visit www.wago.com

Stud terminal block,  
three M6 studs, for DIN-35 rail

Stud terminal block,  
three M8 studs, for DIN-35 rail

Stud terminal block,  
three M10 studs, for DIN-35 rail

Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit
gray 885-306 25 gray 885-308 25 gray 885-310 10

Technical Data
Ratings per IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1
Rated voltage (III / 3) 1000 V 1000 V 1000 V
Rated impulse voltage (III / 3) 8 kV 8 kV 8 kV
Rated current 125 A 150 A 269 A
Nominal cross-section 35 mm² 50 mm² 120 mm²

Connection Data
Solid conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil
Fine-stranded conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil

Terminal block width 17.8 mm / 0.701 inch 22.8 mm / 0.898 inch 33.8 mm / 1.331 inch
Tightening torque range 3 … 6 Nm 6 … 12 Nm 10 … 20 Nm
Insulation material Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66)

Accessories Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit
Assembled jumper bar 2-way 885-406 5 2-way 885-408 5 2-way 885-410 5

3-way 885-426 5 3-way 885-428 5 3-way 885-430 5

Step-down adjacent jumper bar, M8 to M6 885-448 5

Step-down adjacent jumper bar, M10 to M6 885-470 5

Empty housing, 17.8 mm thick gray 885-506 25

Empty housing, 22.8 mm thick gray 885-508 20

Empty housing, 33.8 mm thick gray 885-510 20

Separator plate, 2 mm thick, 102.3 mm wide gray 885-526 25 gray 885-528 25

Separator plate, 2 mm thick, 157 mm wide gray 885-530 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 102.3 mm wide

gray 885-546 25 gray 885-548 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 157 mm wide

gray 885-550 25

Cover, 1 m long transparent 885-566 1 transparent 885-566 1 transparent 885-570 1

Clip, secures cover against slipping gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25)

WMB Inline, plain, stretchable from 5 … 5.2 mm, 
1,500 WMB markers (5 mm) per reel

white 2009-115 1 white 2009-115 1 white 2009-115 1

Marking strip, plain, 11 mm wide, 50 m reel white 200-110 1 white 200-110 1 white 200-110 1

Marker carrier, for lateral marker slots, 5 mm wide gray 2009-198 200(25)

Заказ на сайте
www.wgspb.ru



21

67 mm/2.64 in

66
,7

 m
m

/2
.6

3 
in

67 mm/2.64 in

67
 m

m
/2

.6
4 

in

DIN-Rail Terminal Blocks with Screw Clamp Connection

Stud terminal block,  
three M6 studs, for DIN-35 rail

Stud terminal block,  
three M8 studs, for DIN-35 rail

Stud terminal block,  
three M10 studs, for DIN-35 rail

Color Item No. Pack. Unit Color Item No. Pack. Unit Color Item No. Pack. Unit
gray 885-306 25 gray 885-308 25 gray 885-310 10

Technical Data
Ratings per IEC/EN 60947-7-1 IEC/EN 60947-7-1 IEC/EN 60947-7-1
Rated voltage (III / 3) 1000 V 1000 V 1000 V
Rated impulse voltage (III / 3) 8 kV 8 kV 8 kV
Rated current 125 A 150 A 269 A
Nominal cross-section 35 mm² 50 mm² 120 mm²

Connection Data
Solid conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil
Fine-stranded conductor 2.5 … 35 mm² / 14 … 2 AWG 2.5 … 50 mm² / 14 … 1/0 AWG 6 … 120 mm² / 10 AWG … 250 kcmil

Terminal block width 17.8 mm / 0.701 inch 22.8 mm / 0.898 inch 33.8 mm / 1.331 inch
Tightening torque range 3 … 6 Nm 6 … 12 Nm 10 … 20 Nm
Insulation material Polyamide 66 (PA 66) Polyamide 66 (PA 66) Polyamide 66 (PA 66)

Accessories Item No. Pack. Unit Item No. Pack. Unit Item No. Pack. Unit
Assembled jumper bar 2-way 885-406 5 2-way 885-408 5 2-way 885-410 5

3-way 885-426 5 3-way 885-428 5 3-way 885-430 5

Step-down adjacent jumper bar, M8 to M6 885-448 5

Step-down adjacent jumper bar, M10 to M6 885-470 5

Empty housing, 17.8 mm thick gray 885-506 25

Empty housing, 22.8 mm thick gray 885-508 20

Empty housing, 33.8 mm thick gray 885-510 20

Separator plate, 2 mm thick, 102.3 mm wide gray 885-526 25 gray 885-528 25

Separator plate, 2 mm thick, 157 mm wide gray 885-530 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 102.3 mm wide

gray 885-546 25 gray 885-548 25

Separator plate, with assembled jumper bar 
recess, 2 mm thick, 157 mm wide

gray 885-550 25

Cover, 1 m long transparent 885-566 1 transparent 885-566 1 transparent 885-570 1

Clip, secures cover against slipping gray 885-580 100(25) gray 885-580 100(25) gray 885-580 100(25)

WMB Inline, plain, stretchable from 5 … 5.2 mm, 
1,500 WMB markers (5 mm) per reel

white 2009-115 1 white 2009-115 1 white 2009-115 1

Marking strip, plain, 11 mm wide, 50 m reel white 200-110 1 white 200-110 1 white 200-110 1

Marker carrier, for lateral marker slots, 5 mm wide gray 2009-198 200(25)

Заказ на сайте
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22 DIN-Rail Terminal Blocks with Screw Clamp Connection

885 Series
Stud Terminal Blocks, Accessories

Assembled jumper bar, double
for: Item No. Pack. Unit
M16 stud bolts 885-406 5

M8 stud bolts 885-408 5

M10 stud bolts 885-410 5

M12 stud bolts 885-412 5

Assembled jumper bar, triple
for: Item No. Pack. Unit
M16 stud bolts 885-426 5

M8 stud bolts 885-428 5

M10 stud bolts 885-430 5

M12 stud bolts 885-432 5

Step-down adjacent jumper bar, M8 to M6
for: Item No. Pack. Unit
M8/M6 stud bolts 885-448 5

Step-down adjacent jumper bar, M10 to M6
for: Item No. Pack. Unit
M10/M6 stud bolts 885-470 5

Empty housing
for: Color Item No. Pack. Unit
M6 stud terminal blocks, 17.8 mm thick gray 885-506 25

M8 stud terminal blocks, 22.8 mm thick gray 885-508 20

M10 and M12 stud terminal blocks, 33.8 mm thick gray 885-510 20

Separator plate, 2 mm thick
for: Color Item No. Pack. Unit
M6 stud terminal blocks, 102.3 mm wide gray 885-526 25

M8 stud terminal blocks, 102.3 mm wide gray 885-528 25

M10 and M12 stud terminal blocks, 76 mm wide gray 885-540 25

M10 and M12 stud terminal blocks, 157 mm wide gray 885-530 25

Separator plate, with assembled jumper bar recess, 2 mm thick
for: Color Item No. Pack. Unit
M6 stud terminal blocks, 102.3 mm wide gray 885-546 25

M8 stud terminal blocks, 102.3 mm wide gray 885-548 25

M10 and M12 stud terminal blocks, 157 mm wide gray 885-550 25

Cover, 1 m long, transparent
for: Color Item No. Pack. Unit
M6 and M8 stud terminal blocks transparent 885-566 25

M10 and M12 stud terminal blocks transparent 885-570 25

Clip, secures cover against slipping
for: Color Item No. Pack. Unit
Stud Terminal Blocks M6, M8, M10 and M12 gray 885-580 25

Carrier rails and tools, 
see Volume 1, Section 13

Marking accessories,
see Volume 6

Approvals and corresponding ratings, 
visit www.wago.com

Заказ на сайте
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16 DIN-Rail Terminal Blocks with Screw Clamp Connection

885 Series

Stud Terminal Blocks
System Description

Touch guard cover – can be secured against slipping 
via clip. 
Hole must be drilled in the appropriate position (6 mm 
drilled hole diameter).

Assembly options – just snap cover in at the required position.

When mounting the cover to the out-
er positions, drill the hole for the clip 
between the marker slots into the cover. 
Insert the pins of the clip into the drilled 
hole one after the other (6 mm drilled 
hole diameter).

Step-down adjacent jumper bar – from M8 to M6

Terminal block marking – either with WMB marker or 
marking strips

Fast and easy potential distribution using assembled jumper 
bars – double assembled jumper bar from M10 to M10 via 
separator

Заказ на сайте
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DIN-Rail Terminal Blocks with Screw Clamp Connection

Supplementary Catalog  |  Rail-Mount Terminal Blocks

Empty housing as placeholder (M10)

Up to three cable lugs can be connected according 
to:
 • �(DIN 46234) 

Cable lugs for solder-free connections, ring type, 
without insulating sleeve, for copper conductors 
and

 • �(DIN 46235) 
Cable lugs for compression connections, cover 
plate type for copper conductors

Install cable lugs back-to-back on the stud. Then, 
tighten to the required torque using a nut secured 
by a lock washer.

Group marking with marker carrier – either via WMB 
marker or marking strip

Securing a separator plate on 
a stud terminal block via guide 
pins.

First mount the terminal base over the edge for fitting 
onto the carrier rail.

Slide the terminal side with the spring element toward 
the center of the rail and press it up/down.

Заказ на сайте
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